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RIS Hi-Pave

RIS HI-PAVE BENEFITS

RIS HI-PAVE FEATURES

designed for high speed road and/or runway assessment 
surveys. The system is able to operate with several 

• Pavement thickness measurement.

• Surface, base and sub-base road course assessment.

• 

• 

• 

• 

(comparing completed pavement, grade and sub grade 

• Periodical status monitoring of road and runaway 

• High-speed

•  that can integrate up to 8 GPR 
antennas.

• Horn Antennas: Hi-Pave is equipped with air launched 
horn antennas that can be used without contact with 
the surface. 

• Speed: 

cm data sampling.

•  

layers.

• Modular: Hi-Pave can operate with up to 8 antennas in 
RIS Hi-Pave with high and medium frequency antennas

Color test

layers



RIS HI-PAVE CONFIGURATION

as well as the pavement. The number of antennas can be doubled to provide a wider survey path and hence require fewer 
scans to be performed and the system can also be used with a second control unit to provide a denser sampling rate to 
allow more accurate scans or scans to be performed at a higher speed.

RIS Hi-Pave

DAD 
Radar Control Unit

TR600* Dual Frequency 
400/900 FW HORN 1000* or 2000 Cable

* This antenna is not FCC or IC approved for use in 
the USA or Canada

SYSTEM SPECIFICATIONS SOFTWARE SPECIFICATIONS

RECOMMENDED LAPTOP Panasonic CF-19 Tough-Book

GRED HD BASIC
GRED HD 3

• Tomographic map view (C-Scan) 
including radar scan fusion

• 
• 

radarscan and tomographic view
• 

radar scan viewer
• 

analysis of sub-layers 
• GPS and map track viewer 

including X, Y and Z axis and digital 

• 

MAX. ACQUISTION SPEED (@ STD. SCAN INTERVAL) 260 kph (150 mph)@1 antenna

POWER CONSUMPTION 13.3 W @ 1 antenna

POSITIONING Survey wheel and/or GPS

NUMBER OF CONTROL UNIT

SCAN RATE PER CHANNEL:  (@512 SAMPLES/SCAN) 724 scans/sec. @ 1 antenna

SCAN INTERVAL 10 scans/m

POWER SUPPLY

DEPENDING ON THE CONFIGURATION

ENVIRONMENTAL IP65

ANTENNA FOOTPRINT 51 x 22 cm

NUMBER OF HARDWARE CHANNELS from 1 to 8

ANTENNA CENTER FREQUENCIES 1 GHz* or 2 GHz

ANTENNA POLARIZATION Horizontal (HH) 

 ANTENNA TYPE Air launched

CERTIFICATION EC, FCC, IC



IDS GeoRadar Srl
Via Enrica Calabresi 24, 56121 Pisa (PI) Italy
Tel. +39 050 3124 501 Fax +39 050 3124 205
www.idsgeoradar.com
info@idsgeoradar.com 


